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Competition Equipment
Olympic Pool Accessories
Anti Wave Maxi Lanes
MAXI 150mmØ and MIDI 110mmØ racing lanes are designed for optimal water dissipation and wave 
control in high turbidity. MAXI 150 mmØ model used in FINA World Cup, Olympics Games and other 
top venues. Both  MAXI and MIDI use cable SS316 with diameter of 3.1mm and max force of 5kn - 

made from UV stabilized advanced co-polymer thermoplastics. 

Anti Wave Lanes MAXI 150mm Ø and MIDI 110mm Ø are supplied fully assembled with 
SuperTensioner, Long Clamp and SS Hook, ready for installation.

• Standard colours: Red 5 m ends with White and Blue 1 m alternating sections. 
25 m Lanes orders have red marks at 15m position, 50 m orders have red 
marks at the 15 m, and 25 m postions.

• FINA Multicolour: available on request, customs colours available on request.

Lane Rope Standard 

Ø68 mm, stainless steel cord 6 mm and a hook.Red and white colour combinations Floats : Polyethylene free 
from heavy metals.

SuperTensioner Anti Wave Racing Lanes 
Assembly

Long Clamp with SS Hook

Lane Rope Roller
Storage for lane ropes. Made in stainless steel AISI 316 with 4 castor wheels for easy movement.  
Available in 1200 mm and 1800 mm width.

Code Description Length

(m)

13039090 Float Lane 12.5 MIDI 110 mm Competition 12.5

13039094 Float Lane 25 MIDI 110 mm Competition 25

13039095 Float Lane 50 MIDI 110 mm Competition 50

Code Description Length

(m)

13039077 Float Lane 25 MAXI 150 mm Competition 25

13039067 Float Lane 50 MAXI 150 mm Competition 50

Code Description Length

(m)

13039091 Float Lane 12.5 M STD                                        12.5 276

13039092 Float Lane 50 M STD                                        50 552

13039093        Float Lane 50 M STD                                        50 1105

Model 1200 mm 180 0mm

25 m 50 m 25 m 50 m

Lane Rope Standard Competition 4 2 6 3

Lane Rope Standard 8 4 12 6

Code Description A B C Weight Volume

(mm) (mm) (mm) (kg) (m3)

13037071 Lane Rope Roller 1200 mm 1590 1200 1150 9 0,07

13037072        Lane Rope Roller 1800 mm 2190 1800 1750 13 0,09
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Capacity - quantity of lane ropes collected in each roller
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Anti Wave Racing Lanes

Anti Wave Lanes are supplied fully assembled with SuperTensioner, Long Clamp and SS Hook, 
ready for installation.

The MIDI 110mm diameter Racing Lane is suitable for general lane division and swimming.
The MAXI 150mm diameter  Racing Lane is designed for optimal water dissapation for National and 
International competition. Premium top performance Model suitable for FINA events and equivalent.

 • Standard colours: Red 5m ends with White and Blue 1m sections alternating.  25m Lanes orders    
     have red marks at 15m position, 50m orders have red marks at the 15m, and 25m postions.
 • FINA Multicolour: available on request, customs colours available on request.

Ordering Information:
CODE PRODUCT DESCRIPTION WEIGHT VOLUME
AWE001 25 m MIDI Anti Wave Racing Lane 110mm diameter 29 kg  0.34 m3

AWE002 25 m MAXI Anti Wave Racing Lane 150mm diameter 34 kg         0.62 m3

AWE003 50 m MIDI Anti Wave Racing lane 110 mm diameter 57 kg  0.68 m3

AWE004 50 m MAXI Anti Wave Racing lane 150 mm diameter 68 kg       1.20 m3

AWE005 SuperTensioner Lane tensioner with Short Clamp set 0.06kg 0.001 m3

AWE009 LONG Clamp Supplied with SS Hook 0.1kg 0.001 m3
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SuperTensioner Anti Wave Racing Lanes Assembly Long Clamp with SS Hook
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