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Atecpool Lighting
Accessories

Code Description Outlets Connection / 
IP Rating

01592823 Junction Box ABS three 3/4” inlets/outlets, threaded 3 3/4” / IP65

0292020 Square Connection Box SS 316 three 3/4” BSP threaded  3 3/4” BSP / IP65

0292023 Circular Connection Box SS 316 six 3/4” BSP threaded inlets/
outlets with PG 16 gland and IP 68 gaskets 6 3/4” BSP / IP68

0292025 outlets with PG 16 gland and IP 68 gaskets 5 3/4” BSP / IP68

01592833 Flexible Cable Conduit Hose 1 m - 3/4”

Flexible Cable Conduit Hose 1.8 m - 3/4”

Code Primary Secondary Power Dimension L/W/D (mm)

105W / 12VAC Toroidal Transformer IP65

01983100 12VAC 105W 230 x 150 x 85

300W / 12VAC Toroidal Transformer IP65

01983300 12VAC 300W 230 x 150 x 85

400W / 12VAC Toroidal Transformer IP65

01983400 12VAC 400W 230 x 150 x 85

600W / 12VAC Toroidal Transformer IP65

01983600 12VAC 600W 230 x 150 x 85

105W / 14 - 16VAC Variable Voltage Transformer IP65

01984100 14 - 16VAC 105W 230 x 150 x 85

300W / 14 - 16VAC Variable Voltage Transformer IP65

01984300 14 - 16VAC 300W 230 x 150 x 85

400W / 14 - 16VAC Variable Voltage Transformer IP65

01984400 14 - 16VAC 400W 230 x 150 x 85

600W / 14 - 16VAC Variable Voltage Transformer IP65

01984600 14 - 16VAC 600W 230 x 150 x 85
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Atecpool Safety Step-down Transformers IP65

Special transformer encapsulated in cast resin material protected by a plastic cover-box. Available from 
100W up to 600W with output voltage of 12VAC, variable voltage of 13/14/15/16VAC. Variable voltage 
transformers resist the voltage drop between the transformer and the connection box to suit a range of 

Atecpool Connection Box - ABS / S.S. 316 / Bronze models

Three models for connection boxes manufactured in ABS or SS 316 or Bronze. IP 65 class protection for ABS 

couplers. Square type junction box standard size for the top lid : 130 x 130 mm.
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