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Atecpool Vitrage LED Light
9 LED Series  
Atecpool Vitrage 9 LED Underwater Light - Symmetrical & Asymmetrical

Vitrage 9 LED Light, complete body construction in AISI 316 Stainless Steel 
supplied with an ABS niche specially designed for your Pool & Spa. Water -
proof IP68.  Available in cool white, warm white, blue and RGB.

Photometric Data: ATZ1202 CW - 6000K, 30º

• Made of Stainless Steel AISI 316    

• Gasket made in EPDM

• Tempered Glass T = 9 mm

• ≥85%

• 

• Single or RGB (3 in 1) LED

• Mounting sleeve in PVC

• 
heat, Conductivity ≥ 2.0w /mk. Constant current output.

• Water temperature -20°C to 40°C less than one meter depth

• 2m (12VAC low 
voltage). H05RN-F 4 x 0.75 mm 2 m (RGB type)

• DMX / DALI controls compatible Vitrage series upon request

Code Description Voltage Power Beam Angle Lumen (lm) Color Temperature

ATZ1202 CW Vitrage 9 LED Cool White 12V AC 9x3 W 30° 2160 Cool White 6000K

ATZ1202 WW Vitrage 9 LED Warm White 12V AC 9x3 W 30° 1880 Warm White 3000K

ATZ1202 B Vitrage 9 LED Blue 12V AC 9x3 W 30° 660 Single Blue

ATZ1202 RGB Vitrage 9 LED Full RGB 12V DC 9x3 W 30° 1450 RGB 14 Modes

Code Description Voltage Power Beam Angle Lumen (lm) Color Temperature

ATZ1206 CW Vitrage 9 LED Cool White Asymmetrical 12V AC 9x3 W 45° Asymmetrical 2164 Cool White 6000K

ATZ1206 WW Vitrage 9 LED Warm White Asymmetrical 12V AC 9x3 W 45° Asymmetrical 1884 Warm White 3000K

ATZ1206 B Vitrage 9 LED Blue Asymmetrical 12V AC 9x3 W 45° Asymmetrical 665 Single Blue

ATZ1206 RGB Vitrage 9 LED RGB Asymmetrical 12V DC 9x3 W 45° Asymmetrical 1455 RGB 14 Modes

Vitrage 9 LED AsymmetricalVitrage 9 LED Symmetrical
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM 1m
3.281ft

32.23cm
1.057ft

5039,7725lx
468.1,717.7fc

2m
6.562ft

64.46cm
2.115ft

1260,1931lx
117.0,179.4fc

3m
9.843ft

96.69cm
3.172ft

559.8,858.3lx
52.01,79.74fc

4m
13.12ft

128.92cm
4.23ft

314.9,482.8lx
29.26,44.85fc

5m
16.4ft

161.15cm
5.287ft

201.5,309.0lx
18.72,28.71fc

Height Eavg,Emax DiameterAngle:18.31deg

Flux out:492.1 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

9 LED

60

90

120

UNIT:cd
C0/180,18.6°

UNIT:cd

C90/270,18.7°

EG

N DIAGRAM 1m
3.281ft

32.23cm
1.057ft

5039,7725lx
468.1,717.7fc

2m
6.562ft

64.46cm
2.115ft

1260,1931lx
117.0,179.4fc

3m
9.843ft

96.69cm
3.172ft

559.8,858.3lx
52.01,79.74fc

4m
13.12ft

128.92cm
4.23ft

314.9,482.8lx
29.26,44.85fc

5m
16.4ft

161.15cm
5.287ft

201.5,309.0lx
18.72,28.71fc

Height Eavg,Emax DiameterAngle:18.31deg

Flux out:492.1 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.


